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Coast Guard, DHS § 97.34–5 

hovercraft and other vessels of unusual 
design will be specified on a case by 
case basis. 

[CGD 73–78, 40 FR 2689, Jan. 15, 1975] 

Subpart 97.20—Whistling 

§ 97.20–1 Unnecessary whistling pro-
hibited. 

(a) The unnecessary sounding of the 
vessel’s whistle is prohibited within 
any harbor limits of the United States. 

Subpart 97.25—Searchlights 

§ 97.25–1 Improper use prohibited. 

(a) No person shall flash or cause to 
be flashed the rays of a searchlight or 
other blinding light onto the bridge or 
into the pilothouse of any vessel under 
way. 

Subpart 97.27—Lookouts 

§ 97.27–5 Master’s and officer’s respon-
sibility. 

(a) Nothing in this part shall exon-
erate any master or officer in com-
mand from the consequences of any ne-
glect to keep a proper lookout or to 
maintain a proper fire watch or from 
any neglect of any precaution which 
may be required by the ordinary prac-
tice of seamen or by the special cir-
cumstances of the case. When cir-
cumstances require it, additional 
watches shall be maintained to guard 
against fire or other danger and to give 
an alarm in case of accident or dis-
aster. 

Subpart 97.30—Reports of Acci-
dents, Repairs, and Unsafe 
Equipment 

§ 97.30–1 Repairs to boilers and pres-
sure vessels. 

(a) Before making any repairs to boil-
ers or unfired pressure vessels, the 
chief engineer shall submit a report 
covering the nature of the repairs to 
the Officer in Charge, Marine Inspec-
tion, at or nearest to the port where 
the repairs are to be made. 

§ 97.30–5 Accidents to machinery. 
(a) In the event of an accident to a 

boiler, unfired pressure vessel, or ma-
chinery tending to render the further 
use of the item unsafe until repairs are 
made, or if by ordinary wear such 
items become unsafe, a report shall be 
made, by the chief engineer imme-
diately to the Officer in Charge, Ma-
rine Inspection, or if at sea imme-
diately upon arrival at port. 

§ 97.30–10 Notice required before re-
pair. 

(a) No repairs or alterations, except 
in an emergency, shall be made to any 
lifesaving or fire detecting or extin-
guishing equipment without advance 
notice to the Officer in Charge, Marine 
Inspection. When emergency repairs or 
alterations have been made, notice 
shall be given to the Officer in Charge, 
Marine Inspection, as soon as prac-
ticable. 

Subpart 97.33—Communication 
Between Deckhouses 

§ 97.33–1 When required. 
On all vessels navigating in other 

than protected waters, where the dis-
tance between deckhouses is more than 
46 meters (150 feet) a fixed means facili-
tating communication between both 
ends of the vessel, such as a raised fore 
and aft bridge or side tunnels, must be 
provided. Previously approved arrange-
ments may be retained so long as they 
are maintained in good condition to 
the satisfaction of the Officer in 
Charge, Marine Inspection. 

[CGD 95–027, 61 FR 26007, May 23, 1996] 

Subpart 97.34—Work Vests 

§ 97.34–1 Application. 
(a) Provisions of this subpart shall 

apply to all vessels inspected and cer-
tificated in accordance with this sub-
chapter. 

§ 97.34–5 Approved types of work 
vests. 

(a) Each buoyant work vest carried 
under the permissive authority of this 
section must be approved under— 

(1) Subpart 160.053 of this chapter; or 
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